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* A constant is estimated value only. Surgeon is required to derive his/her
   value based on individual experience.

HYDROPHILIC FOLDABLE IOL

Material Specification

Material          : HEMA-MMA
Water Content  : 26 %
Refractive Index :  @ 20o  C hydrated : 1.46
      @ 35o  C hydrated : 1.45

Features

Design           : Single piece foldable
Sterilization  : Steam
Incision Size  : 2.4 - 2.8 mm
Square Edge  : 3600

Aspheric  : Negative

Characteristics

Optic Style          : Biconvex
A Constant*  : 118.0

Diopter Range

Range          : +5.0 D to +35.0 D
Diopter
Increment : +5.0 D to +15.0 D with increment of 1.0 D
  : +15.0 D to +27.0 D with increment of 0.5 D
  : +27.0 D to +35.0 D with increment of 1.0 D
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HYDROPHILIC FOLDABLE IOL
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12.50 mm

6.00 mm

Model # 51383

12.50 mm

6.00 mm

Model # 50383

* A constant is estimated value only. Surgeon is required to derive his/her
   value based on individual experience.

Product Attributes

» UV blocking material
» Aspheric negative optic suits majority of the global population
» Enhances contrast sensitivity
» Reduces chances of PCO
» Double haptic offers better stability and centration

Design           : Single piece foldable
Sterilization  : Steam
Incision Size  : 2.4 - 2.8 mm

Material Specification

Material          : HEMA-MMA
Water Content  : 26 %
Refractive Index :  @ 20o  C hydrated : 1.46
      @ 35o  C hydrated : 1.45

Features

Optic Characteristics

Optic Style          : Bi convex
A Constant*  : 118.0
Anterior Surface : Spherical
Posterior Surface : Aspherical negative (-0.01µm)
Square Edge  : 360°

Diopter Range

Range          : +5.0 D to +35.0 D
Diopter
Increment : +5.0 D to +15.0 D with increment of 1.0 D
  : +15.0 D to +27.0 D with increment of 0.5 D
  : +27.0 D to +35.0 D with increment of 1.0 D
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6.00 mm

Model # 40492

Model # 41493

Material Specification

Material          : Terpolymer and Poly Acryalte
Water Content  :  ≤  0.5%
Refractive Index :  @ 35o  C hydrated : 1.4905

Features

Design           : Single piece foldable
Sterilization  : E.T.O
Incision Size  : 2.4 mm
Square Edge  : 3600

Aspheric  : Negative

Characteristics

Optic Style          : Biconvex
A Constant*  : 118.4

Diopter Range

Range          : +10.0 D to +30.0 D
Diopter
Increment : +10.0 D to +15.0 D with increment of 1.0 D
  : +15.0 D to +27.0 D with increment of 0.5 D
  : +27.0 D to +30.0 D with increment of 1.0 D* A constant is estimated value only. Surgeon is required to derive his/her

   value based on individual experience.

HYDROPHOBIC FOLDABLE IOL
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Model # 30493

* A constant is estimated value only. Surgeon is required to derive his/her
   value based on individual experience.

Material Specification

Material          : Terpolymer and Poly Acryalte
Water Content  : ≤ 0.5%
Refractive Index :  @ 21o C  - 1.560
                                             @ 35o C - 1.555

Features

Design           : Single piece foldable
Sterilization  : E.T.O
Incision Size  : 2.4 mm
Aspheric  : Negative

Characteristics

Optic Style          : Biconvex
A Constant*
Optical Biometry : 118.8
Ultrasound A-Scan : 117.8

Diopter Range

Range          : +10.0 D to +30.0 D
Diopter
Increment : +10.0 D to +15.0 D with increment of 1.0 D
  : +15.0 D to +27.0 D with increment of 0.5 D
  : +27.0 D to +30.0 D with increment of 1.0 D

HYDROPHOBIC FOLDABLE IOL



Material Specification

Material          : Polymethyl-Methacrylate
Water Content  : ≤ 0.5%
Refractive Index :  @ 20o C Dry : 1.49

Features

Design           : Single piece Rigid
Sterilization  : E.T.O
Square Edge  : 3600

Characteristics

Optic Style          : Biconvex
A Constant*  : 118.2

Diopter Range

Range          : +5.0 D to +32.0 D
Diopter
Increment : +5.0 D to +15.0 D with increment of 1.0 D
  : +15.0 D to +27.0 D with increment of 0.5 D
  : +27.0 D to +32.0 D with increment of 1.0 D* A constant is estimated value only. Surgeon is required to derive his/her

   value based on individual experience.

RIGID PMMA IOL
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YELLOW PMMA ASPHERIC
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6.00 mm

12.50 mm

Model # 11323

Product Attributes

» UV blocking material
» Aspheric negative optic suits majority of the global population
» Enhances contrast sensitivity
» Reduces chances of PCO

Material Specification

Material          : Polymethyl-Methacrylate
Water Content  : ≤ 0.5%
Refractive Index :  @ 20o C Dry : 1.49 Features

Design           : Single piece rigid
Sterilization  : E.T.O

Optic Characteristics

Optic Style  : Bi convex.
A Constant*  : 118.2
Anterior Surface : Spherical
Posterior Surface : Aspherical negative (-0.01µm)
Square Edge  : 360°

Diopter Range

Range          : +5.0 D to +32.0 D
Diopter
Increment : +5.0 D to +15.0 D with increment of 1.0 D
  : +15.0 D to +27.0 D with increment of 0.5 D
  : +27.0 D to +32.0 D with increment of 1.0 D

* A constant is estimated value only. Surgeon is required to derive his/her
   value based on individual experience.

Features
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Dealer’s Stamp

AMSTERMED BV
Saturnusstraat 46-62, Unit 032,
2132 HB Hoofddorp,
The Netherlands
E-mail : info@amstermed.nl

*ANY SPECIFICATIONS GIVEN IN THIS CATALOUGE ARE SUBJECT TO CHANGE WITHOUT NOTICE.                    *THE SKETCHES GIVEN ARE NOT DRAWN TO SCALE.

IOL/BR ISSUE 1 REV. 03 DATE 31/08/2022

Manufactured By.

OPHTHALMIC MARKETING & SERVICES PVT.LTD
PLOT NO. 87 / 3 / B, PHASE - 1,G.I.D.C., VATVA,
AHMEDABAD- 382445. (GUJARAT) INDIA
PHONE    : +91 79 25894273 / 74 / 75
MOBILE   : +91 98240 39813
EMAIL      : enquiry@oms-india.com
                  oms@oms-india.com
WEBSITE : www.oms-india.com
MFG. LIC. NO.: MFG/MD/2018/000049


